Abstract Layered Pendant
Level: Advanced Weaving
By: Nicole Hanna
Materials & Tools
2 Pieces 8mm Round Bead
1 Piece 10mm 14 Gauge Open Jump Ring
1 Piece 8mm 18 Gauge Closed Jump Ring
6 Pieces 20cm 22 Gauge Round Wire
1 Piece 400cm 28 Gauge Round Wire
Needle Nose Pliers & Wire Cutters
*Measures 4.5cm in length.
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Step 1
Cut six 20cm pieces of 22 gauge round
wire. These wires will be referred to as
base wires.
Hold these wires horizontally and
parallel, with ends even to one another.
Mark or note 6cm from the left.

Step 2
Cut one 400cm piece of 28 gauge round
wire. This will be referred to as the
weaving wire.
Leave a small tail for leverage and, at
the mark noted in the previous step, coil
once or twice around the bottom base
wire (or base wire 1) to secure.

Step 3
Wrap the weaving wire over base wires
1 and 2, between 2 and 3, behind 2, then
between 1 and 2.

Step 4
Wrap the weaving wire over base wires
2 and 3, between 3 and 4, behind 3, then
between 2 and 3.

Step 5
Wrap the weaving wire over base wires
3 and 4, between 4 and 5, behind 4, then
between 3 and 4.

Step 6
Wrap the weaving wire over base wires
4 and 5, between 5 and 6, behind 5, then
between 4 and 5.

Step 7
Wrap the weaving wire over base wires
5 and 6, behind 5 and 6, then between 4
and 5.

Step 8
Wrap the weaving wire over base wire 5,
between 5 and 6, behind 4 and 5, then
between 3 and 4.

Step 9
Wrap the weaving wire over base wire 4
between 4 and 5, behind 3 and 4, then
between 2 and 3.

Step 10
Wrap the weaving wire over base wire 3,
between 3 and 4, behind 2 and 3, then
between 1 and 2.

Step 11
Wrap the weaving wire over base wires
2, between 2 and 3, then behind 1 and 2.
Steps 3-11 completes one rotation of the
6/1 weave (single coils on a six-wire
base).

Step 12
Complete 20 rotations of the 6/1 weave.
Using finger tips, pinch the ends of the weave in
towards one another. This compresses the
weave, creates a compact and finished look,
allows for smoother transitions and adds stability
to the design. All weaves should be compressed
in this manner upon completion.
With wire cutters, trim the tail left at the
beginning of the weave and discard. Using
needle nose pliers, pinch the trimmed end flush
against the base wire around which it is
wrapped. This will prevent the trimmed end
from catching on clothing or scratching skin
when worn. All trimmed weaving wires should
be pinched in this manner.

Step 13
Add an 8mm 18 gauge closed jump ring
to the 6 base wires, and push the jump
ring to the beginning of the weave.

Step 14
Bend the 6 base wires around the jump
ring, with three wires positioned on
either side of the weave.

Step 15
Pass the base wire, closest the weave (on
both sides of the weave), through the
center of the jump ring, to secure the
jump ring fully in place.
The bottom and top three wires should
be parallel to one another upon
completion of this step.

Step 16
At the end of the weave, bend the top
three base wires up slightly.

Step 17
With the weaving wire, still attached,
coil three times around the middle base
wire in the top group of three, at the end
of the weave.

Step 18
Coil three times around both the middle
and upper base wires, in the top set of
three base wires.
Steps 17-18 completes one rotation of
the 3/3 weave (three one-wire coils,
three two-wire coils).

Step 19
Complete 7.5 rotations of the 3/3 weave,
beginning and ending this weave with
the one-wire coils.
Coils around a single wire are tighter
than those around multiple wires, thus
acting as a stopper and preventing the
weave from traveling or shifting along
the base wires. All weaves should be
ended with a single-wire coil.

Step 20
Curve the 3/3 weave towards the left.
Add an 8mm round bead to the weaving
wire and adjust the shape of the weave
to fit snugly around the bead.

Step 21
Wrap the weaving wire around the base
wires at the beginning of the 3/3 weave
and pass through the bead a second time
to fully secure the bead to the piece.
This may be repeated to secure the bead
further, if desired.

Step 22
Pull the weaving wire taught, and
further adjust the shape of the weave as
necessary so the bead is nestled securely
inside and does not wiggle.

Step 23
Add another 9 rotations of the 3/3
weave, ending this weave with the onewire coils.
Pass the 3/3 weave over the front of the
6/1 weave.

Step 24
About 7 rotations from the beginning of
the 6/1 weave, pass the end of the
weaving wire through a space between
two rotations of the 6/1 weave, and
between base wires 1 and 2.
If necessary, use a pin or sewing needle
to create additional room through which
to pass the weaving wire.

Step 25
Pull the weaving wire taught and
complete another 18 rotations of the 3/3
weave, ending this weave with the onewire coils.
Trim the weaving wire for use in the
next step.

Step 26
With the weaving wire set aside in the
previous step, leave a small tail for
leverage (as needed), and coil about 12
times on the bottom base wire, at the
end of the 6/1 weave.
Trim any tail left at the beginning of the
coil and discard.

Step 27
Add a second 8mm round or rondelle
bead to the coiled base wire and push
the bead against the coil.
Pass the weaving wire through the
center of the bead.

Step 28
Coil about 3cm in length, though coils
may be added or subtracted as necessary
per personal aesthetic.
Curve the coiled base wire over the
bead, to the left, and across the 6/1
weave.

Step 29
About 6 rotations to the right of the 3/3
weave, latch the coiled base wire to the
6/1 weave (as explained in Step 24).

Step 30
Continue to coil another 2 cm on the
same coiled base wire.
Run this coiled base wire below the 6/1
weave, beneath the 3/3 weave, and
gently curve it towards the jump ring. At
most, no more than 4mm of space
between the coiled wire and the 6/1
weave, at it's widest point.
Add coils as necessary to reach the jump
ring, then trim the weaving wire and set
aside for later use.
Step 31
Pass the end of the coiled base wire
through the jump ring, from front to
back, then around the back of the jump
ring to secure.

Step 32 (BACK)
Flip the piece to the back. Trim excess
wire from the coiled base wire and
discard. With a pair of pliers, pinch the
trimmed end of the base wire closed
completely around the jump ring.

Step 33
Flip the piece back to the front.
Curve the 3/3 weave over the top of the
6/1 weave and second bead.
Shape the weave until it reaches the
right side of the bead.

Step 34
Wrap the two ends of the 3/3 weave
around the coiled base wire as it exits
the bead, as shown.

Step 35
With the weaving wire, previously set
aside, leave a small tail for leverage (as
needed) and coil about 2 cm on the 4th
base wire from the bottom, at the end of
the 6/1 weave, as indicated by the arrow.
Trim any tail left at the beginning of the
coil and discard.

Step 36
Curve the coiled base wire over the first
bead, to the left.
Latch the coiled base wire to the 3/3
weave by wrapping the weaving wire
around the 3/3 weave before continuing
the coil.

Step 37
Continue to coil.
Pass the coiled wire over the 6/1 weave,
just to the right of the 3/3 weave.
Add coils to reach the bottom of the 6/1
weave and latch the coiled wire to the
weave as previously explained.

Step 38
Continue coiling the same base wire,
curving the base wire along the inside of
the 3/3 weave.
Add coils as necessary to reach the right
side of the second bead.
Trim the weaving wire and set aside for
use in a later step.

Step 39
Wrap the end of the coiled base wire
around the two remaining base wires at
the end of the 6/1 weave
Coil one complete rotation to secure the
base wire in place. Trim excess base
wire and discard. Pinch the trimmed end
closed around the two base wires, to
secure.

Step 40
With the weaving wire previously set
aside, complete about 16.5 rotations of a
3/3 weave on the remaining two base
wires at the end of the 6/1 weave,
beginning and ending this weave with
the one-wire coils.
The one-wire coils should be on the
bottom of these two wires.
Trim any tail left at the beginning of the
weave and discard.
Step 41
Curve the 3/3 weave towards the left,
over the face of the 6/1 weave.

Step 42
Pass the 3/3 weave beneath the previous 3/3
weave and coiled base wire, and continue to
curve along the outside of the first coiled base
wire until the weave reaches the jump ring.
Add or subtract rotations of the weave, as
necessary, to reach the jump ring. Secure the two
ends of the weave around the jump ring as
explained with first coiled base wire. Discard
any trimmed base wire.
Trim the weaving wire and set aside for use in
the next step.

Step 43
With the weaving wire, set aside in the
previous step, leave a small tail for
leverage (as needed) and coil once or
twice around the left bottom base wire,
wrapped around the jump ring.

Step 44
Wrap the weaving wire over the left and
middle base wires, between the middle
and right base wires, then behind the left
and middle base wires.

Step 45
Wrap the weaving wire over the left and
middle base wires, between the middle
and right base wires, behind the middle
base wire, then between the left and
middle base wires.

Step 46
Wrap the weaving wire over the middle
and right base wires, around the back of
the right and middle base wires, then
between the middle and left base wires.

Step 47
Wrap the weaving wire over the middle
and right base wires, then behind all
three base wires.
Steps 44-47 completes one rotation of
the 2/2 weave (two coils around two
wires, twice).

Step 48
Complete 25 rotations of the 2/2 weave.
Trim any tail left at the beginning of the
weave and discard.
Trim the weaving wire at the end of the
weave and set aside for use in a later
step.

Step 49
Curve the 2/2 weave towards the right,
beneath the previous weaves and coiled
wires.
Wrap the ends of the 2/2 weave around
the coiled base wire to the left of the
second bead.

Step 50
Trim excess wire from the 2/2 weave
wire ends and discard. Pinch the
trimmed ends closed around the coiled
base wire, to secure.

Step 51
With the weaving wire, previously set
aside, complete 10.5 rotations of a 3/3
weave on the left and middle top base
wires, attached to the jump ring,
beginning and ending this weave with
the one-wire coils.
The one-wire coils should be on the
middle base wire.

Step 52
Create a very tight counter-clockwise
curve with the weave, crossing slightly
over the jump ring, then continuing to
curve over the face of the 6/1 weave.
The weave should end near the top of
the 6/1 weave, just to the left of the first
3/3 weave. Adjust the shape as
necessary to reach this point.

Step 53
Latch the 3/3 weave to the 6/1 weave as
previously explained, and coil about 6
times around either of the two base
wires.
Trim excess weaving wire and set aside
for use in a later step.

Step 54
Trim excess base wire from the ends of
the 3/3 weave, leaving about a 6mm tail
which extends beyond the coils.

Step 55
Pass both these base wires between the
6/1 weave and first 3/3 weave, as
shown.

Step 56
Using needle nose pliers, grip the ends
of those two base wires and curl them
into small loops, tucking them beneath
the first 3/3 weave.

Step 57
With the weaving wire previously set
aside, leave a small tail for leverage as
needed and coil about 2cm on the
remaining base wire.
Curve this coiled wire in a tight counterclockwise loop, just inside the curve of
the 3/3 weave.

Step 58
The coils should reach the first 3/3
weave. Add coils as necessary to reach
this point.
Latch the coiled base wire to the 3/3
weave, as shown.

Step 59
Pull the weave wire taught so that the
coiled base wire is pulled beneath the
3/3 weave.

Step 60 (BACK)
Coil about 4 times around the base wire.
Trim the weaving wire and discard.
Trim the base wire, leaving a 4-6mm tail
extending past the last coil.
Curve this end into a small loop beneath
the first 3/3 weave.

Step 61
Add a 14 gauge 10mm open jump ring
to the closed jump ring to complete the
pendant.
For earrings, simply add an ear wire to
the jump ring instead!
Most importantly, have fun and happy
weaving!
If you should have any questions or
concerns at all regarding the content
contained in this file, please contact me
at nikki.hanna@gmail.com I'm always
available and happy to help.
Enjoy and thanks so much for your
support!
Nicole

