
Charming Hearts Pendant
Level: Advanced Intermediate

by: Nicole Hanna

Materials

1 Piece 10mm 14 Gauge Open Jump Ring
3 Pieces 17 cm 22 Gauge Round Wire
1 Piece 150 cm 28 Gauge Round Wire

1 Piece 8mm Round Bead
Needle Nose Pliers

Wire Cutters

(Pendant measures 2 cm in length.)



Step 1

Gather three pieces of 17cm 22 
gauge round wire, called base wires. 
Fan these wires outward to create an 
open environment in which to weave
with minimal possibility of tangles.  

Please note: you will begin the next 
step 7cm from the left. Measure and 
mark the wire if necessary.

Step 2

With a piece of 150cm 28 gauge wire
(called weaving wire), coil twice 
around base wire. 

By leaving a small tail at the 
beginning of the coil, you create 
leverage from which you can build 
your weave. This wire can be 
trimmed in a later step, once the 
weave is established. When 
trimming weaving wire, pinch the 
trimmed end to the base wire with a 
pair of needle nose pliers to prevent 
snagging or scratching when worn.

Step 3

Coil your weaving wire twice around
both base wires 1 and 2. You should 
now have two single-wire coils and 
two double-wire coils. 



Step 4

Repeat Steps 2-3 two more times, 
and end with the two one-wire coils. 

Step 5

Wrap your weaving wire over base 
wires 1 and 2, between 2 and 3, then 
behind 1 and 2. 

Step 6

Wrap your weaving wire over base 
wires 1 and 2, between 2 and 3, 
behind 2, then between 2 and 1. 



Step 7

Wrap your weaving wire over base 
wires 2 and 3, behind 3 and 2, then 
between 2 and 1. 

Step 8

Wrap your weaving wire over base 
wires 2 and 3, then behind all three 
base wires. 

Steps 5-8 completes one rotation of 
the 2/2 weave (two coils around two 
wires, twice). 

Step 9

Complete 15 rotations of the 2/2 
weave. 

Note: It is important to use 
fingernails to pinch the ends of the 
weaves in towards on another, 
creating a compact series of 
rotations. A loose weave can result in
an inadequate amount of wire to 
finish the project. Any time a weave 
is completed, I recommend pinching 
the ends together to form a compact 
finished look. 



Step 10

Bend base wire 3, to the left of the 
2/2 weave and just above the two-
wire weave, at a 90 degree angle.

Step 11

Add a bead to the wire bent in the 
previous step. This is now called the 
bead base wire. 

Step 12

Bend the 2/2 weave around the bead 
in a lose “U” shape. You should not 
cup the bead too tightly with the 
weave, as this space will be occupied
in later steps. 

The bead base wire should be behind
the 2/2 weave wires. 



Step 13

Wrap the bead base wire around all 
three base wires of the 2/2 weave. 
Leaving a little room between the 
bead and the weave is desirable in 
the following steps. 3-5mm of space 
should be sufficient. 

Step 14

Bend the bottom base wire slightly 
out of the way. 

With the weaving wire (still 
attached) coil three times around 
base wire 2. 

Step 15

Coil the weaving wire three times 
around both base wires 2 and 3. 

This completes one rotation of the 
3/3 weave (three coils around one 
wire, three coils around two wires). 



Step 16

Complete 3.5 rotations of the 3/3 
weave, ending with the three one-
wire coils. 

Step 17

Tightly curl this 3/3 weave in a 
counter clockwise direction over the 
top of the 2/2 weave. 

Step 18

Great a tight counter clockwise loop 
with the bare base wire 1, just inside 
of the counter clockwise curve 
created in the previous step. 

Note how all three base wires should
be perpendicular to one another 
again. 



Step 19

Complete about 17 rotations of the 
2/2 weave. The exact number of 
rotiations depends upon preference 
and desired final heart shape. The 
wire measurements will 
accommodate up to an additional 5 
rotations. 

Step 20

Continue to curve this new 2/2 
weave in the same direction 
established in Step 17. 

Step 21

Wrap the three 2/2 weave base wires 
around the two base wires left in 
Step 10. 



Step 22

From the back of the piece, trim 
excess base wires and discard. Leave
only enough additional wire ends to 
completely grip the two base wires 
around which they are wrapped. 

Step 23

With a pair of pliers, gently pinch 
these three wire ends closed, 
crimping the two base wires around 
which they were wrapped. 

Step 24

Pull the bead base wire up through 
the center of the heart, then follow 
the outward curve of the 2/2 weave, 
as established in Steps 17-23. 



(Image further depicting directions 
from Step 24)

Step 25

Attach and secure the bead base wire
to the two base wires at the bottom 
of the pendant, as in Steps 21-23

Step 26

Coil the weaving wire (still attached)
about 3.5cm to start, on either of the 
remaining two base wires. Coils may
be added or removed as necessary. 



Step 27

Create a tight clockwise loop with 
the bare base wire at the bottom of 
the pendant. 

Step 28

Curve the coiled base wire around 
the bare wire loop.

Step 29

With both the coiled and uncoiled 
base wires, follow the inside curve of
the heart, to the right of the bead. 
You can make this shape as wide or 
tight as preferred, and as the wire 
lengths allow. Make sure you've 
added enough coils to reach the bead
base wire at the top of the bead, 
while still maintaining the shape 
established in the previous steps. 
Trim excess weaving wire and 
discard. Pinch trimmed end to the 
base wire secure.



Step 30

Wrap the coiled and uncoiled wire 
ends around the bead base wire, just 
above the top of the bead. This is 
why space was left between the bead
and 2/2 weave in Step 13. 

Step 31

From the back of the pendant, trim 
excess base wires from the coiled 
and uncoiled wires, leaving just 
enough to grip the bead base wire 
entirely and securely.

Step 32

With a pair of needle nose pliers, 
crimp the wire ends from the 
previous step tightly around the bead
base wire, just above the bead. These
wire ends will not be seen from the 
front of the pendant, as they will be 
covered by the coiled and uncoiled 
wires. 



This is your pendant thus far. 

Step 33

Add a jump ring to complete the 
look and create a simple, small but 
elegant pendant or bracelet charm. 
The jump ring can be placed around 
the curve on either side of the bead, 
or directly around the uncoiled base 
wire cupping the left side of the 
heart. It only depends on how you 
would like your pendant to hang. 
Also consider attaching an ear wire 
to the jump ring for earrings! 

Step 34

Add a chain or bracelet, and you've 
completed your project. Once 
practiced, project can take as little as
fifteen minutes, which makes for 
perfect bridesmaids gifts, 
mother/daughter gifts, birthstone 
jewelry sets, just to name a few. 

Please note the Terms of Use, listed 
on the next page, for directions 
regarding the sale, display and 
teaching of these instructions or of 
pieces derived from them. 

Thank you and Happy Weaving!



Nicole Hanna tutorials are All Rights Reserved. You may not copy, lend or reproduce, via any format, 
written or photographic instruction presented by or attached to Nicole Hanna, her name or designs, or 
Nicole Hanna Jewelry, for any reason, without express written permission. This includes derivative or 
reverse-engineered work based on, or inspired by, the work of Nicole Hanna, her tutorials or jewelry. 
You may not instruct students or peers of design elements associated with Nicole Hanna tutorials, nor 
use related instruction for educational purposes, whether or not resulting in monetary gain, unless 
otherwise permitted and, on such occasion, must purchase a tutorial for each student. You may sell 
products derived from Nicole Hanna tutorials when constructed by purchaser only, in whatever number
or at whatever venue he or she prefers. Purchaser may not employ or utilize persons in an effort to mass
produce. Purchaser agrees to assign all design credit to Nicole Hanna Jewelry wherever (and in every 
instance) he or she displays, sells or discusses products made from Nicole Hanna tutorials or 
instruction, in whatever verbiage best applies. Thank you, and enjoy. 


